MULTUS B/750

SPECIFICATIONS

W spec (sub-spindle)

o Swing Over Saddle mm (in) 1,050 (@41.34)

= Viax Machining Dia mm (in) 01,050 (@41.34)

E Distance Between Centers mm (in) 3,000 (118.11)
X Axis mm (in) 1,080 (42.52)
7 Axis mm (in) 3,215 (126.57)

« Y Axis mm (in) 660 [-330 ~ +330] (25.98 [-12.99 ~ +12.99])

= e degree 360 (0.001)"

= B Axis Indexing Angle degree -30~210 (0.001)"
Spindle Speed min*! 11~2,000

E Speed Range (VAC coil switching) Auto 4-speed

=1 Spindle Nose A2-11

- Tapered Bore/Bearing Dia mm (in) @ 142/ 220 (@ 5.59/0 8.66)
Type H1-ATC

E No. of Tools 1 for both L- and M-tools

E Tool Shank/Boring Bar Shank Dia | mm (in) 32/063 (1%4/02Y5)

E_' ‘é‘ Speed Range min*! 40~5,000

HEL' A 12 torque (3 min/30 min/cont) | Nem (ft-Ibf) 505/300/205 (371/220/150)

Cutting Feed Command Range mm/rev (ipr)

0.001~1,000 (0.00004~39.37)

a mm/min(ipm) X: 40,000 (1,575) Z: 40,000 (1,575) Y: 40,000 (1,575)
bl Rapid Traverse §
w min{rpm} C: 100 B:20
] center size MT No. 6
=2 Tailstock Quill Travel mm (in) 350 (13.78)
Tool Shank/Pull Stud CAPTO C8
No. of Tools 40[80,160]
Max Tool Dia mm (in) {135 (5.31) [#300 (11.81) w/o adjacent tools]
B Max Tool Length mm (in) 600 (from gauge line) (23.62)
& Mex Tool Veeight kg (Ibs) 30 (66)
Main Spindle (30 min/cont) KW (hp) VAC 37/30 (50/40)
P21 Opposing Spindle (30 min/cont) KW (hp) 37/30 (50/140)
§ Live-tool spindle (3 min/30 min/cont) | KW (hp) VAC 37/30/22
Height mm (in) 3,557 (140.04)
M Floor Space (w/o units) mm (in) 8,500 x 3,532 (334.65 x 139.56)
E Weight (with CNC) kg (Ibs) 38,000 (83,600)
B Okuma 0SP-P200
* MULTUS B400-W also available (opposing spindle with capacity equivalent to main spindle) ~ *1. Min Controlled Angle [ ]: Optional




