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2SP-V40
Max Turn Dia: Ø400 mm (15.75")
Max Turn Length: 450 mm (17.72")
Spindle Nose: A2-8

ø400

Max Turn Dia: Ø400 mm (15.75")
Max Turn Length: 450 mm (17.72")
Spindle Nose: A2-8

ø400

V60R
Max Turn Dia: Ø610 mm (24.02")
Max Turn Length: 660mm (25.98")
Spindle Nose: A2-11

ø600

V80R
Max Turn Dia: Ø800 mm (31.5")
Max Turn Length: 840 mm (33.07")
Spindle Nose: A2-11

ø800

V100R
Max Turn Dia: Ø1000mm (39.37")
Max Turn Length: 890mm (35.04")
Spindle Nose: Ø380 flange

ø1000

Max Turn Dia: Ø650 mm (25.6")
Max Turn Length: Ø750 mm (29.5")
Spindle Nose: A2-11

ø600

VTM-80Yb
Max Turn Dia: Ø800 mm (31.5")
Max Turn Length: 1135 mm (44.67")
Spindle Nose: A2-11

ø800

VTM-100
Max Turn Dia: Ø1000 mm (39.4")
Max Turn Length: Ø1000 mm (39.4")
Spindle Nose: A2-11

ø1000

Max Turn Dia: Ø250 mm (9.84")
Max Turn Length:  220mm (8.66")
Spindle Nose: Ø140 flange

ø250

2SP-V60
Max Turn Dia: Ø610 mm (24.02")
Max Turn Length: 660mm (25.98")
Spindle Nose: A2-11

ø600

2SP-V80
Max Turn Dia: Ø800 mm (31.5")
Max Turn Length: 840 mm (33.07")
Spindle Nose: A2-11

ø800

VERTICAL LATHES

2SP-VMILLAC
Twin Spindle Vertical Turning Lathe
»X-Efficient Chip Disposal
»Variety of Spindle Sizes Available
»Improved Accuracy Using the Weight 
  of the Workpiece
»Easy Chucking For Non-Round Parts

Compact Vertical Turning Center
»M-spindle Option
»High Speed/High Torque
»Space Saving Design
»Fast Rapid Traverse Rates

Vertical Turning Lathe
»Efficient Chip Disposal
»Variety Of Spindle Sizes Available
»Improved Accuracy Using the Weight 
  of the Workpiece
»Easy Chucking for Non-Round Parts

VR SERIESSERIES SERIES

Vertical Turning and Milling Machine
»3-Axis and 5-axis Versions Available
»ATC for Increasing Rate of Operation
  Wide Variety of Options
»Thermal Displacement Maintains Accuracy

VTM SERIES
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V40R

VTM-65

VTM-120YB
Max Turn Dia: Ø1000 mm (39.4")
Max Turn Length: Ø1000 mm (39.4")
Spindle Nose: A2-11

ø1200
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